
GREENEVILLE ENERGY AUTHORITY 

INVITATION TO BID 

BEAD FIBER HUT BUILDINGS - GREENE PAU 1-3 

BEAD Project No. CM61-BEAD-TN-0062 

DRAFT 

1. Invitation to Bid 
Greeneville Energy Authority (GEA) is requesting sealed electronic competitive bids for the manufacture, 

furnishing, and delivery of seven (7) concrete reinforced fiber hut buildings for GEA's Broadband Equity, Access, 

and Deployment (BEAD) projects. Building designations and quantities for Greene PAU 1, Greene PAU 2, and 

Greene PAU 3 are included in the Bid Schedule. 

The procurement is expected to exceed $100,000 and is therefore subject to GEA's competitive procurement 

procedures and Board approval. GEA intends to seek a minimum of three competitive bids and advertise the 

solicitation in appropriate media. 

Bid Advertisement Date September 24, 2026 

Deadline for Questions October 15, 2026 

Bid Due Date and Time October 21, 2026 

Bid Opening October 22, 2026 

GEA Contact 
Chris Gass, Senior Network Engineer – 

cgass@mygea.net 

Delivery Location(s) [GEA SITE LOCATION(S) - SEE SECTION 6] 

Bid Submission Email purchasing@mygea.net 

Electronic Sealed-Bid Procedure. SEALED ELECTRONIC BID SUBMISSION: Bids must be submitted by email 

as a password-encrypted electronic file to the email address identified in this solicitation no later than the stated 

bid deadline. The password must NOT be included in the bid-submission email. After the bid deadline, when GEA 

begins processing and opening the bids, GEA will contact the bidder and request the password. The bidder shall 

promptly provide the password only upon GEA's request. Bids that cannot be opened when requested may be 

deemed non-responsive. Bid contents must remain inaccessible to GEA until the formal bid-opening process. 

2. Scope of Supply 
The successful bidder shall manufacture, furnish, and deliver seven (7) new concrete reinforced fiber hut 

buildings, each nominally twelve feet (12') wide by sixteen feet (16') long, meeting all requirements of this 

Invitation to Bid. Buildings shall be suitable for installation at GEA's BEAD network sites and shall comply with the 

mandatory requirements below. 

GEA anticipates purchasing seven (7) buildings of identical design. The buildings shall be designated 

“Nolichucky,” “Erwin Hwy,” “Snapps Ferry,” “Crossroads,” “Tusculum,” “Baileyton,” and “Locust Springs,” and the 

applicable designation shall be shown on each set of building prints provided by the successful bidder. Quantities 

are shown in the Bid Schedule. 



3. Mandatory Technical Requirements 
Construction - Concrete 

• Size nominal 11'6" wide (12' wide with roof overhang) exterior x nominal 16' long exterior x nominal 9'2" high 

interior, one room concrete control enclosure. 

• Standard construction in accordance with vendor product specifications. 

• 200 pounds per square foot distributed floor loading while on foundation. 

• 125 pounds per square foot distributed floor loading while lifting. 

• 100 pounds per square foot distributed roof load. 

• 155 mph wind load. 

• Seismic Design ASCE 7-16 Category 4. 

• Exposed aggregate exterior. 

• Shelter walls capable of stopping .30-06 rifle fire per UL 752 requirements. Unless otherwise specified, the 

shelter door is not bullet resistant. 

• Shelter walls shall provide a two-hour fire rating. 

• Walls insulated to R-11 with hardboard insulation. 

• Ceiling insulated to R-19 with hardboard insulation. 

• Interior walls and ceiling sheathed with ¾" OSB backed white FRP board. 

• Light colored industrial grade vinyl tile floor covering. 

• One (1) 36" wide x 84" high insulated steel exterior door, passage style lever handle, deadbolt lockset, and 

fiberglass weather hood. Door shall have door handle striker capable alarm contact pre-installed. The 

successful bidder will coordinate with GEA on this item. 

• One (1) hydraulic door closer. 

Power Distribution 

• One (1) MOV-only lightning arrestor; GE Model TLE120S050WM or approved equal. 

• One (1) 400 Amp, 10,000 AIC, 120/240 VAC, single phase, 60 Hz, 42 space main breaker, snap-in utility 

power distribution panel, in a NEMA 1 surface mount enclosure. 

• Circuit breakers for all installed equipment and customer loads as specified. 

• Two (2) shelter wall penetrations to serve as utility power service entry, with 36" x 36" stainless steel NEMA 

4X enclosure for cable entry. 

• One (1) 400 Amp, single phase meter socket for underground electric entry. 

• One (1) ASCO J03ATSB20400FGXC, 11BE, 400 Amp, 240 VAC, single phase automatic transfer switch, or 

approved equal. 

• Eight (8) 20 Amp specification grade duplex receptacles. 

• One (1) 20 Amp specification grade exterior duplex receptacle on a ground fault interrupter circuit. 

• Two (2) flexible conduit runs with three (3) circuits in each flexible conduit, routed in conduit or wireway to 

GEA-specified locations on the ceiling above equipment racks, to be used to power a future DC battery 

backup system. Flexible conduit including circuit conductors shall be coiled and tagged for identification with 

enough length to reach the floor, plus an additional four feet (4') of circuit conductors to be cut to length and 

terminated by GEA. The successful bidder will coordinate with GEA on exact placement. 

Lighting 

• Four (4) four-foot, surface mounted LED light fixtures. 

• One (1) exterior LED door light. 

• One (1) emergency/exit light. 

 



HVAC 

• Two (2) 2.5 ton, 240 VAC, single phase, 11 EER wall mount air conditioning units, with dehumidification, low 

ambient and compressor anti-cycle controls, integral 5 kW resistance heat strips, and washable dust filters. 

• One (1) factory-engineered, microprocessor-based dual-unit lead/lag controller of the HVAC manufacturer's 

design, or listed by that manufacturer as compatible with the units furnished. Example lead/lag controller may 

be Bard MC5300 or equivalent. 

• Automatic lead/lag alternation on an adjustable interval for approximately equal runtime; automatic transfer to 

the standby unit on failure or loss of power; automatic second-stage operation energizing both units on an 

adjustable differential; field-adjustable cooling, heating, and high/low temperature alarm setpoints; local 

display, alarm indication, and manual override of either unit. 

• Individually landed Form C dry contacts for high temperature, low temperature, unit failure, and controller 

failure, terminated on an accessible terminal block. 

• Integral 10/100 Ethernet interface with static IP addressing. Serial-only interfaces, or network capability 

requiring an external gateway, protocol converter, or third-party module, are not acceptable. 

• Embedded web interface accessible from a standard browser without proprietary client software, providing 

remote read of temperature, unit status, alarms, and per-unit runtime; remote adjustment of cooling, heating, 

alternation interval, and alarm setpoints; and unsolicited alarm reporting via SNMP trap and email. 

• Network monitoring is supplemental to the dry contacts. Loss of network connectivity or controller failure shall 

not affect local cooling; on controller failure both units shall revert to independent thermostatic operation. 

Alarm Device Contacts 

• The following alarm device contacts shall be wired and brought to a location specified by GEA. The alarm 

wires shall be coiled and tagged for identification per vendor standards. Unless otherwise stated in the bid, 

termination at GEA's equipment is assumed to be provided by others. 

• No provisions for audible, visual, or remote alarm monitoring are required, except where integral to the device 

offered or stated otherwise in the bid. 

• One (1) line voltage smoke detector. 

• One (1) intrusion alarm switch with Form C contacts rated 0.1 Amp at 28 VDC. 

Grounding 

• Provisions for the connection of a grounding electrode conductor at the shelter service equipment. 

• Four (4) vertical #2 AWG bare tinned copper ground drops through the wall, one at each corner. 

• One (1) ¼" x 4" x 20" isolated copper ground plate. The successful bidder will coordinate with GEA on exact 

placement. 

Accessories 

• Up to fifty feet (50') of 12" wide cable ladder/tray. The successful bidder will coordinate with GEA on exact 

installation of the ladder rack system. 

• One (1) 16" x 16" floor opening. 

 



Submittals and Material 

• Technical Submittals: Manufacturer technical data sheets, structural/engineering data, and building prints 

for the proposed shelter and for each major component must be submitted with the bid. 

• New Material: All buildings and installed components must be new, current-production material and free from 

defects. 

Example ladder rack placement: 

 

4. Basis-of-Design Requirements 
GEA's existing fiber hut building designs are the basis of design. Alternate designs or manufacturers may be 

considered only when the bidder demonstrates, through manufacturer data submitted with the bid, that the 

proposed building meets all mandatory requirements and provides structural and mechanical performance 

acceptable to GEA for the intended usage. 

Parameter Reference Requirement 

Nominal Exterior Size 11'6" wide (12' with roof overhang) x 16' long 

Nominal Interior Height 9'2" 



Parameter Reference Requirement 

Floor Loading (on foundation) 200 lb/ft² distributed 

Floor Loading (while lifting) 125 lb/ft² distributed 

Roof Load 100 lb/ft² distributed 

Wind Load 155 mph 

Seismic Design ASCE 7-16, Category 4 

Ballistic Rating (walls) UL 752, .30-06 rifle 

Fire Rating (walls) Two (2) hours 

Wall / Ceiling Insulation R-11 / R-19 

Utility Service 400 A, 120/240 VAC, single phase, underground 

HVAC Capacity Two (2) 2.5 ton units, lead/lag controlled 

Reference values above identify the basis of design and do not, by themselves, authorize a deviation from the 

mandatory requirements. 

5. Build America, Buy America (BABA) / BEAD 

Compliance 
All equipment furnished for incorporation into the BEAD-funded project must comply with all applicable Build 

America, Buy America requirements and applicable U.S. Department of Commerce BEAD requirements, unless a 

valid federal waiver applies. 

• Bidder must identify the manufacturer and exact product/part number proposed for the building and for each 

major component. 

• The successful bidder must provide manufacturer documentation satisfactory to GEA demonstrating BABA 

compliance before material is accepted for the project. 

• GEA may require documentation identifying the product, manufacturing location, quantity, applicable domestic 

manufacturing requirement, and certification by an authorized manufacturer representative. 

• No substitution of an awarded product may be made without prior written approval from GEA and verification 

of continued BABA compliance. 

6. Delivery Requirements 
Bidders shall state proposed production lead times, earliest available delivery date, and anticipated delivery 

schedule. Partial deliveries may be accepted when coordinated with GEA. 

Bidders shall coordinate with GEA on transportation and delivery of the seven (7) buildings. Bidders may provide 

transportation costs as a separate line item; GEA reserves the right to secure its own transportation and rigging 

services. 



7. Greene PAU 1-3 Bid Schedule 
Building 

Designation 
Qty Manufacturer Model / Part No. Unit Price 

Extended 

Price 
Lead Time 

Nolichucky 1      

Erwin Hwy 1      

Snapps Ferry 1      

Crossroads 1      

Tusculum 1      

Baileyton 1      

Locust Springs 1      

Freight / Delivery 

(optional) 
      

TOTAL BID 7      

8. Bid Submission Requirements 
• Completed bid schedule with unit price per building and extended price. Total quantity is seven (7) buildings. 

• Manufacturer name, model, and exact product/part number for the shelter and for each major component. 

• Manufacturer technical data sheets, structural/engineering data, and building prints for the proposed building. 

• Written identification of all exceptions or deviations from the bid specifications. If none are stated, the bid will 

be understood to comply with the specifications. 

• Proposed lead times, delivery schedule, freight terms, and delivery costs. 

• Completed and signed BABA Certification Letter (Exhibit A), together with supporting manufacturer 

compliance documentation, or a clear statement of the status and timing of manufacturer certification. 

• Bidder contact information and authorized signature. 

• Electronic sealed bid submitted as a password-encrypted file. The password shall not be included with the bid 

and shall be provided only after the bid deadline when requested by GEA. 

9. Evaluation and Award 
GEA intends to award to the lowest responsive and responsible bidder offering products that meet GEA's 

specifications, subject to GEA Board approval. GEA reserves the right to reject any or all bids, waive minor 

informalities when permitted, request clarification, and make an award in the best interest of GEA. 

If GEA selects a bid other than the lowest competitive price meeting specifications, the basis for that selection will 

be documented in accordance with GEA procurement policy. 

GEA may award by individual building, by group of buildings, or as a total award if the final advertised solicitation 

and bid schedule expressly provide for that method of award. 



10. Procurement and Records 
This procurement is subject to GEA purchasing and procurement procedures and applicable BEAD grant 

requirements. Procurement, bid, evaluation, award, purchase, receiving, BABA, and supporting grant records 

must be maintained as required by applicable GEA policy and grant requirements. 

11. Bidder Certification 
By signing below, the bidder certifies that the information submitted is accurate, that the bidder has reviewed the 

specifications, and that the products offered comply with the requirements except for any deviations expressly 

identified in the bid. 

Company  

Authorized Representative  

Title  

Signature  

Date  

 



EXHIBIT A 

BUILD AMERICA, BUY AMERICA (BABA) CERTIFICATION LETTER 

Greeneville Energy Authority 

BEAD Fiber Hut Buildings – CM61-BEAD-TN-0062 

The undersigned manufacturer or authorized supplier certifies that the fiber hut building products and components 

identified below and proposed for furnishing to Greeneville Energy Authority (GEA) comply with the applicable 

Build America, Buy America (BABA) requirements for the Broadband Equity, Access, and Deployment (BEAD) 

Program, including any applicable U.S. Department of Commerce requirements and waivers. 

The certifying party further certifies that the information provided in this certification and supporting manufacturer 

documentation is true and accurate to the best of its knowledge and that GEA may rely upon this certification for 

BEAD compliance, procurement, receiving, audit, and grant closeout purposes. 

Item Manufacturer 
Product / Part 

No. 

Manufacturing 

Location 

BABA Status / 

Applicable Waiver 

Concrete fiber hut 

building (shelter) 
    

HVAC units     

HVAC lead/lag 

controller 
    

Automatic transfer 

switch 
    

Power distribution panel     

Lightning arrestor     

Cable ladder / tray     

Other (specify)     

Supporting documentation sufficient to demonstrate compliance shall be attached to this certification. No product 

substitution may be made after award without prior written approval from GEA and documentation establishing 

continued BABA compliance. 

Company / Manufacturer  

Authorized Representative  

Title  

Signature  

Date  

Email / Phone  
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